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INSTALLATION REQUIREMENTS

1. INSTALLATION

AcAuUTION
Before installing an optional unit, do the following:
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1. If there is a fax unit on the machine, print out all messages stored in the
memory, all user-programmed items, and a system parameter list.

2. If there is a printer option on the machine, print out all data in the
printer buffer.

3. Turn off the main switch and disconnect the power cord, the telephone
ling, and the network cable.

1.1 INSTALLATION REQUIREMENTS
1.1.1 ENVIRONMENT
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Temperature Range: 10°C to 32°C (50°F to 89.6°F)

Humidity Range; 15% to 80% RH

Ambient lllumination: Less than 1,500 lux (Do not expose to direct sunlight.)
Ventilation: Room air should turn over at least 3 times/hr/person

Ambient Dust Less than 0.1 mg/m®

L

Do not install the machine where it will be exposed to direct sunlight or to direct
airflow (from a fan, air conditioner, air cleaner, etc.).

Do nat install the machine where it will be exposed to corrosive gas.
Place the machine on a firm and level base.
Do not install the machine where it may be subjected to strong vibration.
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INSTALLATION REQUIREMENTS

1.1.2 MACHINE LEVEL

Front to back:  Within 5 mm (0.2") of level
Right to left: Within 5 mm {0.2"} of lavel

1.1.3 MINIMUM OPERATIONAL SPACE REQUIREMENTS

Place the machine near the power source, providing clearance as shown.
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= 450 mm (17.7")
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A Front — 750 mm (29.6")
[A] B: Left — 100 mm (3.9")
C: Rear — 105 mm (4.1")

D: Right — 230 mm (9.0")

468 mm (18.4")

NOTE: 1) The 750-mm front space indicated above is sufficient to allow the paper
tray to be pulled out. Additional space Is required to allow an
operator to stand at the front of the machine.

2) Actual minimum space requirement for left, rear, and right sides is
10mm (0.4") each, but note that this will not allow room for opening of
the bypass tray, right door, platen cover, or ADF unit.

B129 Series/B044 Series 1-2 &M
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INSTALLATION REQUIREMENTS

1.1.4 POWER REQUIREMENTS

ACAUTION

1. Make sure that the wall outlet is near the machine and easily accessible,
After completing installation, make sure the plug fits firmly into the
outlet.

2. Avoid multi-wiring.

3. Be sure to ground the machine.
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Input voltage:

North America; 110-120V, 60 Hz, 8 A
Europe: 220 - 240V, 50/60 Hz, 4 A

Image quality guaranteed at rated voltage + 10%.
Operation guaranteed at rated voitage £ 15%.
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COPIER
1.2 COPIER
1.2.1 ACCESSORY CHECK
Basic Model (B129)
No, Description Q'ty
1 General Settings Guide (-17, -21, -29) 1
2 Copy Reference (-17, -21, -29) 1
3 EU Safety Sheet (-22, -24, -26, -27) 1
4 NECR (-17, -21, -27, -29) 1
b Paper Size Decal 1
6 Brand Decal (-22, -29) 1
MFP Model (B130)
No. Description Q'ty
1 | General Settings Guide (-17, -21, -29) 1]
2 Copy Reference (-17, -21, -29) 1
3 Facsimile Reference <Basic Features> (-17, -21, -29) 1
4 Facsimile Reference <Advanced Features> (-17, -21, -29) 1
5 Printer Setup Guide (-17, -21, -29) 1
6 CD-ROM (Printer Reference/Scanner Reference) (-17, -21, -29) 1
7 CD-ROM (Driver: Printer/Scanner) (-21, -22, -24, -26, -27, -29) 1
8 CD-ROM (Driver: Utility) 1
9 EU Safety Sheet (-22, -24, -26, -27) 1
10 | NECR (-17,-21, -27, -29) 1
11 | Paper Size Decal 1
12 Modular Cable (-17) 1
13 | Handset Bracket (-17) 1
14 Facsimile Panel Decal (-17, -21, -29) 1
15 Ferrite Core 1 B
16 Brand decals (-22, -29) 1

NOTE: Retain the handset bracket. The optional handset kit does not include the
bracket.
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COPIER
Copier/Facsimile Model (B168)

No. Description Q'ty

1 General Settings Guide (-17, -21, -29) 1

i 2 Copy Refersnce (-17, -21, -29) 1

N 3 Facsimile Reference <Basic Features> (-17,-21, -29) 1

4 Facsimile Reference <Advanced Features> (-17, -21, -2) 1

3 EU Safety Sheet (-22, -24, -26, -27) 1

6 NECR (-17, -21, -27, -29) 1

7 Paper Size Decal 1

8 Modular Cable (-17) 1

9 Handset Bracket (-17) 1

10 Facsimile Panel Decal (-17, -21, -29) 1

11 Brand decals (-22) 1

NOTE: Retain the handset bracket. The optional handset kit does not include the
bracket.

Copler/Printer/Scanner Model (B169) (not sofd in U.S. market}

No.

Description .

CD-ROM (Driver: Printer/Scanner) (-22, -24, -26)

CD-ROM (Driver: Utility)

EU Safety Sheet

NECR (-27)

Paper Size Decal

Ferrite Core

~N| Do WM =

Brand decals (-22)

NOTE: For B044/B045 models, use B129 “Basic Model” Accessory Check. For
B0O46, use B168 "Copier/Facsimile” Accessory Check.
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COPIER

1.2.2 INSTALLATION PROCEDURE

MACAUTION
Make sure that the copier remains unplugged during installation,

1. Remove the strips of tape.

2. Remove the bags [A][B][C] holding the
included accessories.
NOTE: Accessories vary according to
models.

3. Remove the spacing wedge [D].

4. Remove the System Parameter
Report [E] and keep it in a safe
place.

NOTE: You need this report for
adjustment or
troubleshooting.
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